
 

 

LED-LEJE RUSTFRI, VEDLIGEHOLDELSESFRI

MAINTENANCE FREE RADIAL BALL-JOINT, STAINLESS STEEL

Varenr. Varenr. FC

Code Code ( kN )

Type GE..XT/X Type GE..XT-2RS/X

GE70XT/X GE70XT-2RS/X 70 105 49 40 6 550 1,55

GE80XT/X GE80XT-2RS/X 80 120 55 45 6 705 2,31

GE90XT/X GE90XT-2RS/X 90 130 60 50 5 860 2,75

GE100XT/X GE100XT-2RS/X 100 150 70 55 7 1070 4,45

GE110XT/X GE110XT-2RS/X 110 160 70 55 6 1150 4,82

GE120XT/X GE120XT-2RS/X 120 180 85 70 6 1680 8,05

GE140XT/X GE140XT-2RS/X 140 210 90 70 7 1890 11,02

GE160XT/X GE160XT-2RS/X 160 230 105 80 8 2400 14,01

GE180XT/X GE180XT-2RS/X 180 260 105 80 6 2700 18,65

GE200XT/X GE200XT-2RS/X 200 290 130 100 7 3750 28,03

FC = MAX DYNAMIC LOAD (Kn)

KUGLE - COUPLING  : RUSTFRIT STÅL/PTFE  -  STAINLESS STEEL /PTFE 

MATERIALE : W 1.4031 ISO 12240-1 SERIE E 

MATERIAL  : W 1.4031     ISO 12240-1 SERIES E

"GE" BEARINGS  -  LEJER "GE"

GE..XT/X
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